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Brass, Tin plated,0.8 t
PBT(UL94V-0), Black
M3.5, steel, Ni plated

PC PC
M3.5,

-40° C to +120° C
20Amp  300V
2000V 1min
2000MΩ at DC 500V
ø 2.0mm~ø 2.2mm

12~22 AWG
12 lb-in

Screw with washer

0.8 t黃銅板

PBT(UL94V-0), 黑色

-40° C to +120° C
20Amp  300V
2000V 一分間

DC 500V  2000MΩ
ø 2.0mm~ø 2.2mm

12~22 AWG
12 lb-in

M11

M22

M33

O33

S11

9.50 ø2.0~2.2
PCB

Style

Style

Style

Style

Style

Photo

Photo

Photo

Photo

Photo

Q: Without wall and metals S: With wall / without metals V: Without wall

W: Without wall /with metals and Cover
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Poles 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

A(mm) 41.00 50.50 60.00 69.50 79.00 88.50 98.00 107.50 117.00 126.50 136.00

B(mm) 9.50 19.00 28.50 38.00 47.50 57.00 66.50 76.00 85.50 95.00 104.50

Poles 17 18 19 20 21 22 23 24 25 26 27 28 29 30

A(mm)

B(mm)

T14-BM22-04 Terminal style:M22

Terminal style:M33T14-BM33-04
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Poles 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

A(mm) 41.00 50.50 60.00 69.50 79.00 88.50 98.00 107.50 117.00 126.50 136.00

B(mm) 9.50 19.00 28.50 38.00 47.50 57.00 66.50 76.00 85.50 95.00 104.50

Poles 17 18 19 20 21 22 23 24 25 26 27 28 29 30

A(mm)

B(mm)

Terminal style:O33T14-BO33-04

Terminal style:S11T14-BS11-04


